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Rada Universal �2 V RMS 50 Hz Transformer

IMPORTANT
Installer: This manual is the property of the customer 

and must be retained with the product for 
maintenance and operational purposes.
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IntroductIon
The Rada Universal �2 V RMS 50 Hz Transformers are designed to supply �2 V 
RMS 50 Hz to a range of Rada mono controls (that is, units that do not require 
connection to Rada Control Boxes). The transformer enclosure is water-resistant, 
and intended for wall-mounting to a suitable flat dry surface (fixing screws are not 
supplied). This appliance is intended for permanent connection to the fixed electrical 
wiring of the mains electric system. A mains 230 V RMS 50 Hz supply cable of 2 metre 
length is pre-connected, this must not be removed; do not renew the cable inside the 
box if damaged. Safe low-voltage �2 V RMS 50 Hz output is fuse-protected internally. 
This appliance is IP54 protected, provided protection caps are fitted to unused cable 
grommets.
SAFEtY : WArnInGS : IMPortAnt PoIntS
1. The installation, commissioning and maintenance of this unit must be carried 

out in accordance with the instructions and information given in this Manual, and 
must be conducted by designated, qualified and competent personnel.

2. Installations must comply with all current Building, Water, Plumbing and Electrical 
Regulations in force, and relevant Guidelines.

3. The installation and usage environment should not be subject to extremes of 
temperature, humidity, unauthorised tampering or wilful abuse.

4. Continued use of this product in conditions outside of limits listed in this manual 
can severely affect the performance and reduce the effective service life.

5. Rada products are precision-engineered and should give continued superior and 
safe performance, provided:

 - they are installed, operated and maintain in accordance with our 
recommendations.

 - periodic attention is given as necessary to maintain the product in good functional 
order.

SPEcIFIcAtIon
Product Reference
Rada Universal �2 V RMS 50 Hz Transformer 093.72 
Electrical
Supply voltage 230 V RMS 50 Hz ± �0 %
Power consumption �60 VA
Output voltage �2 V RMS 50 Hz ± �0 %
Protection IP 54
Ambient temperature 0 - 40 °C
Maximum humidity 80 %
Rating IP54
Material
Enclosure polycarbonate
Complies with all relevant directives for CE marking
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Rada Universal �2 V RMS 50 Hz Transformer - serves up to �6 mono controls
note! Isolate mains voltage supply before removing the cover.

Power Supply

Fuse (�5 A) Connection points for the 
Junction Box Leads (4 off)

Blue Wire

Red Wire

Brown Wire

White Wire
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cable connections for the rada universal 12 V rMS 50 Hz transformer
Important! The output cable sizes and lengths must be carefully selected to prevent 
excessive voltage drop to the supply for the units.
note 1! Maximum overall diameter of cable 6 mm ±0.5 mm.
note 2! Maximum overall diameter of cable 4 mm ±0.5 mm.

distance between the rada universal transformer and the Junction Box
Maximum cable length (m) refer to note 1 Size (mm2)
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distance between the Junction Box and the mono control units

Maximum cable length (m) refer to note 2 Size (mm2)
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Rada Universal Transformer

�2 V RMS 50 Hz

230 V RMS 50 Hz

Junction Box

Mono control units (max. 8 pcs.)
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cable connections for the rada universal 12 V rMS 50 Hz transformer
Important! The output cable sizes and lengths must be carefully selected to prevent 
excessive voltage drop to the supply for the units.
note 1! Maximum overall diameter of cable 6 mm ±0.5 mm.
note 2! Maximum overall diameter of cable 4 mm ±0.5 mm.

distance between the rada universal transformer and the Junction Box
Maximum cable length (m) refer to note 1 Size (mm2)

2.5 3 3.5 4 4.5 2.5
distance between the Junction Box and the mono control units

Maximum cable length (m) refer to note 2 Size (mm2)
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Rada Universal Transformer

�2 V RMS 50 Hz
230 V RMS 50 Hz

Junction Box

Mono control units (max. 8 pcs.)
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cable connections for the rada universal 12 V rMS 50 Hz transformer
Important! The output cable sizes and lengths must be carefully selected to prevent 
excessive voltage drop to the supply for the units.
note 1! Maximum overall diameter of cable 6 mm ±0.5 mm.
note 2! Maximum overall diameter of cable 4 mm ±0.5 mm.

distance between the rada universal transformer and the junction box
Maximum cable length (m) refer to note 1 Size (mm2)

3 2.5
distance between the junction box and the mono control units

Maximum cable length (m) refer to note 2 Size (mm2)
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Rada Universal Transformer

�2 V RMS 50 Hz

230 V RMS 50 Hz

Junction Box

Mono control units (max. �6 pcs.)
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distance between the rada universal transformer and the junction box
Maximum cable length (m) refer to note 1 Size (mm2)

2.5 2.5
distance between the junction box and the mono control units

Maximum cable length (m) refer to note 2 Size (mm2)
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�2 V RMS 50 Hz
230 V RMS 50 Hz

Junction Box

Mono control units (max. �6 pcs.)

cable connections for the rada universal 12 V rMS 50 Hz transformer
Important! The output cable sizes and lengths must be carefully selected to prevent 
excessive voltage drop to the supply for the units.
note 1! Maximum overall diameter of cable 6 mm ±0.5 mm.
note 2! Maximum overall diameter of cable 4 mm ±0.5 mm.

Rada Universal Transformer
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